Rudarski kabeli

Tipska oznaka: EpN 64, EpN 65;
NTSCGEWOU ... KON+ ... ST

Norma: HRN N.C5.364; VDE 0250/ Teil 813
Nazivni napon: 3,6/6 kV

Ispitni napon: 11 kV

Dozvoljena temperaturavodié¢a: 90°C

1.Vodié - fazni: bakreno pokositreno finoZi¢no uze
2. Poluvodljivi sloj oko vodi¢a: gumena mjeSavina na temelju
etilen-propilenskog elastomera (EPDM)
3. Izolacija: gumena mjesavina na temelju etilen-propilenskog
elastomera (EPDM)
4. Poluvodljivi sloj preko izolacije: poluvodijiva tekstilna
vrpca
5. Unutarnji plast:
EpN 64: gumena mjeSavina na temelju prirodnog i
stiren-butadienskog elastomera (NR+SBR)
EpN 65: poluvodijivi plast od gumene mjeSavine na
temelju etilen-propilenskog elastomera
(EPDM)
6. Elektri¢na zastita: bakrene pokositrene Zice koncentricno
oko unutarnjeg plasta
7. Separator: poliesterska vrpca
8. Separacijski plast: gumena mjesavina na temelju etilen
propilenskog elastomera (EPDM), omotano poluvodljivom
tekstilnom vrpcom
9. Kontrolnivodi¢: bakrena pokositrena zica koncentri¢cno oko
separacijskog plasta
10. Separator: poliesterska vrpca
11. Vanjski plast: gumena mjesavina na temelju polikloropren-
skog elastomera (PCP)

Boja plasta: crvena

Mining cables

Type coded: EpN 64, EpN 65;
NTSCGEWOU ... KON+ ...ST

Standard: HRN N.C5.364,; VDE 0250/ Teil 813
Nominal voltage: 3,6/6 KV

Testvoltage: 11 kV

Permissible conductor temperature: 90°C

1. Phase conductor: tinned copper fine-wired rope
2. Semi-conductive layer around conductor: rubber com-
pound at ethylene-propylene elastomere base (EPDM)
3. Insulation: rubber compound at ethylene-propylene elas-
tomere base (EPDM)
4. Semi-conductive layer over insulation: semi-conductive
textile tape
5. Inner sheath:
EpN 64: rubber compound at natural and styrene-bu-
tadiene elastomere base (NR+SBR)
EpN 65: semi-conductive sheath of rubber compo-
und at ethylene-propylene elastomere base
(EPDM)
6. Electric protection: tinned copper wires concentrically
around inner sheath
7. Separator: polyester tape
8. Separator sheath: rubber compound at ethylene-pro-
pylene elastomere base (EPDM), wrapped with semi-con-
ductive textile tape
9. Control conductor: tinned copper wire concentrically aro-
und separator sheath
10. Separator: polyester tape
11. External sheath: rubber compound at polychloroprene
elastomere base (PCP)

Sheath colour: red

@ ELKA

20






