H Energetski srednjenaponski kabeli za napone do 36 kV

N2XSY, NA2XSY

ENERGETSKI KABELI ;
SXLPE IZOLACIJOM | PVC PLASTEM

Stara oznaka: XHP 48, XHP 48-A
Tipska oznaka po HRN HD: N2XSY, NA2XSY
Tipska oznaka po DIN VDE: N2XSY, NA2XSY

Standardiinorme: HRNHD 620S2 Part 10C
IEC 60 502-2
DINVDE0276T 620

Nazivninapon: U,/U= 6/10/12 kV, 12/20/24 kV
NajviSinapon mreze: U = 12 kV, 24 kV
Ispitni napon: U= 21 kV, 35 kV

OPIS KONSTRUKCIJE

1. Vodié: bakreno ili aluminijsko uze, zbijeno
2. Ekran vodi¢a: poluvodljivi sloj na vodicu
3. lzolacija: XLPE

4. Ekran izolacije: poluvodijivi sloj na izolaciji
5. Separator: poluvodljiva vrpca

6. Elektri¢na zastita/ekran: od bakrene Zice (jednozilni) ili
bakrene trake (trozilni)

7.Separator: poliesterska vrpca
8.Ispuna: PVC
9. Vanjski plast: PVC

Medium voltage power cables for rated voltages up to 36 kV

POWER CABLES
WITH XLPE INSULATION AND PVC SHEATH

Former code: XHP 48, XHP 48-A
Type coded acc. to HRN HD: N2XSY, NA2XSY
Type coded acc. to DIN VDE: N2XSY, NA2XSY

Standards and norms: HRN HD 620 S2 Part 10C
IEC 60502-2
DIN VDE 0276T 620

Nominal voltage: U,/U= 6/10/12 kV, 12/20/24 kV
Max.network voltage: U,= 12 kV, 24 kV
Test voltage: U = 21 kV, 35 kV

‘'TRUCTION DESCRIPTION

1. Conductor: copper or aluminium rope, compacted

2. Conductor screen: semi-conductive layer over conductor
3. Insulation: XLPE

4. Insulation screen: semi-conductive layer over insulation
5. Separator: semi-conductive tape

6. Electric protection/screen: of copper wire (single-core) or
copper tape (three-core)

7. Separator: polyester tape
8. Filler: PVC
9. External sheath: PVC

MJESTO | PODRUCJE UPORABE

U zemlju, kanale, na konzole, gdje se ne oCekuju mehanicka
oStecenja nimehanicka vlatna naprezanja.

Kao distributivni kabel u gradskim i ruralnim mrezama. Kao
spojni kabel za industrijske pogone.

PLACE AND FIELD OF APPLICATION

In earth, ducts, on cable trays, where no mechanical damages
or mechanical tensile strains are expected.

As distributive cable in urbane and rural networks. As connect-
ing cable for industrial plants.
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Energetski srednjenaponski kabeli za napone do 36 kV Medium voltage power cables for rated voltages up to 36 kV

5.1.1. Izmjere i teZine N2XSY, NA2XSY 6/10/12 kV 5.1.1. Sizes and weights N2XSY, NA2XSY 6/10/12 kV
Presjek vodicaiel. Promjer Debljina | Promjer preko | Debljina Promijer Tezinakabelacca/ Najmanji polumjer
zastite / Cross-section vodi¢a/ izolacije/ izolacije/ plasta/ kabelacca/ | Cable Weight approx. savijanja/
of Conductor and Conductor |Insulation | Diameter over | Sheath |Cable Diameter Bakar / | Aluminij/ | Minimal Bending
Electric Protection Diameter | Thickness | Insulation |Thickness approx. Copper | Aluminium Radius
nxmm?/mm? mm mm mm mm mm kg/km kg/km mm
1x35/16 7,2 3,4 16,2 2,5 23 890 660 340
1x50/16 8,3 3,4 17,3 2,5 25 1020 750 370
1x70/16 10,3 3,4 19,3 2,5 27 1210 850 400
1x95/16 11,3 3,4 20,3 2,5 28 1520 950 420
1x120/16 12,7 3,4 21,7 2,5 30 1770 1060 450
1x150/25 14,1 3,4 23,1 2,5 32 2150 1250 480
1x185/25 15,7 3,4 24,7 2,5 35 2570 1430 520
1x240/25 18,0 3,4 27,2 2,5 37 3100 1600 550
1x300/25 20,0 3,4 29,2 2,5 39 3750 1850 580
1x400/35 23,8 3,4 33,2 2,5 41 4750 2300 610
1x500/35 26,7 3,4 36,1 2,5 44 5880 2550 660
5.1.2. Izmjere i teZine N2XSY, NA2XSY 6/10/12 kV 5.1.2. Sizes and weights N2XSY, NA2XSY 6/10/12 kV
Presjek vodicaiel. Promjer Debljina | Promjer preko | Debljina Promjer Tezinakabelacca/ Najmanji polumjer
zastite / Cross-section vodi¢a/ izolacije/ izolacije / plasta/ kabelacca/ | Cable Weight approx. savijanja/
of Conductor and Conductor |Insulation | Diameter over | Sheath |Cable Diameter Bakar / | Aluminij/ | Minimal Bending
Electric Protection Diameter | Thickness Insulation | Thickness approx. Copper | Aluminium Radius
nxmm?/mm? mm mm mm mm mm kg/km kg/km mm
3x35/16 7,2 3,4 16,2 2,5 46 3200 2550 550
3x50/16 8,3 3,4 17,3 2,5 48 3750 2800 570
3x70/16 10,3 3,4 19,3 2,5 51 4500 3200 610
3x95/16 11,3 3,4 20,3 2,6 55 5500 3750 660
3x120/16 12,7 3,4 21,7 2,7 60 6800 4600 720
3x150/25 14,1 3,4 23,1 2,8 64 8000 5200 760
3x185/25 15,7 3,4 24,7 2,9 66 9200 5750 790
3x240/25 18,0 3,4 27,2 3,1 71 10700 6200 850
3x300/25 20,0 3,4 29,2 3,2 76 13100 7500 910
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Energetski srednjenaponski kabeli za napone do 36 kV Medium voltage power cables for rated voltages up to 36 kV

5.3.1. Izmjere i teZine N2XSY, NA2XSY 12/20/24 kV 5.3.1. Sizes and weights N2XSY, NA2XSY 12/20/24 kv
Presjek vodicaiel. Promjer Debljina | Promjer preko | Debljina Promjer Tezinakabelacca/ Najmanji polumjer
zastite / Cross-section vodica/ izolacije / izolacije / plasta/ kabelacca/ | Cable Weight approx. savijanja/
of Conductor and Conductor |Insulation | Diameter over | Sheath |Cable Diameter | Bakar/ | Aluminij/ | Minimal Bending
Electric Protection Diameter |Thickness | Insulation |Thickness approx. Copper | Aluminium Radius
nxmm?/mm? mm mm mm mm mm kg/km kg/km mm
1x35/16 7,2 515 20,3 2,5 28 1050 840 420
1x50/16 8,3 19 21,4 2,5 29 1200 900 430
1x70/16 10,3 D) 23,4 2,5 31 1450 1000 460
1x95/16 11,3 15 24,4 2,5 32 1700 1100 480
1x120/16 12,7 S 25,8 2,5 34 2000 1200 510
1x150/25 14,1 515 27,2 2,5 35 2250 1400 520
1x185/25 15,7 19 28,8 2,5 37 2700 1550 550
1x240/25 18,0 D) 31,1 2,5 39 3300 1800 580
1x300/25 20,0 15 33,1 2,5 42 3950 2100 630
1x400/35 23,8 SHS 36,9 2,5 45 4900 2500 670
1x500/35 26,7 515 39,8 2,5 48 6000 2900 720
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